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Approximately 6 inches of asphalt and 7 inches of
base material.
Dense, wet, reddish brown, fine to medium grained,
SILTY SAND (SM), FILL
Medium dense, wet, reddish brown, fine to medium
grained, with few gravel, SILTY SAND (SM, A-2-4(0)),
FILL, LL=NP PL=NP PI=NP NMC=16.5 %#200=16.1
Loose, wet, reddish brown, fine grained, CLAYEY
SAND (SC)
Loose, wet, reddish brown, fine grained, CLAYEY
SAND (SC, A-2-6(1)), LL=31 PL=13 PI=18 NMC=19.1
%#200=32.2
Loose, gray

Loose, wet, gray, fine grained, SILTY SAND (SM)

Very loose, wet, gray, fine grained, SILTY SAND (SM,
A-2-4(0)), LL=NP PL=NP PI=NP NMC=23.1
%#200=18.6

Loose

Medium dense, moist, yellowish brown, fine grained,
POORLY GRADED SAND with SILT (SP-SM,
A-2-4(0)), LL=NP PL=NP PI=NP NMC=26.9
%#200=11.0
Boring Terminated at 26.1 feet.
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Site Description:

Boring No.:

26.1 ft.

4-inch

Soil Depth:
244621.81

10/21/2017

Elev.:

Total Depth:
Bore Hole Diameter (in):

Easting:

AASHTO / ASTM Sampling Methods:

Drill Machine: Drill Method:

0.0 ft.

I-10 Mobile River Bridge and Bayway

TH-25 Boring Location:

Core Depth: Date Completed:

Driller:

RECORD OF TEST BORING
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N/A Thompson Eng Delayed:Core Size: Groundwater:   TOB

Date Started:1796101.78 10/21/2017

906+09.3 Offset: LT 1.4 Alignment:

DPI-0030(005)

7.2 ft.N.O.

11.7 ft.
26.1 ft.

West Area

Eng./Geo.: D.SikdarALDOT PE No.:

AASHTO T206

Northing:

County: Mobile

TE Project No.: 15-1101-0228
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Hammer Type: Automatic Energy Ratio: 94%

MR - Mud Rotary Wash
RC - Rock Coring

LEGEND

SAMPLER TYPE DRILLING METHOD
HSA - Hollow Stem Augers
SSA - Solid Stem Augers
HA - Hand Auger

AC - Auger Cuttings
GB - Grab Bag
NQ - Rock Core

SS - Split Spoon
T - Shelby Tube
DCP - Dynamic Cone Penetrometer
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Approximately 12 inches of topsoil.
Medium dense, moist, black and gray, fine to medium
grained, with few gravel, SILTY SAND (SM, A-2-4(0)),
FILL, LL=NP PL=NP PI=NP NMC=22.2 %#200=21.6
Medium dense, moist, black and gray, fine grained,
with trace gravel and trace organics, SILTY SAND
(SM, A-2-4(0)), FILL, LL=NP PL=NP PI=NP
NMC=13.7 %#200=23.3
Loose, wet, brown, fine to medium grained
Medium dense, wet, reddish brown, fine grained,
SILTY SAND (SM, A-2-4(0)), LL=NP PL=NP PI=NP
NMC=18.9 %#200=21.1
Soft, wet, brown, SANDY SILT (ML)

Undisturbed sample attempted from 8.5 to 10.5 feet.
No Recovery.

Very soft, wet, gray, SANDY SILT (ML, A-4(0)),
LL=NP PL=NP PI=NP NMC=43.6 %#200=53.6

Very soft, wet, gray, SANDY FAT CLAY (CH)

Soft, with trace wood

Undisturbed sample obtained from 23.5 to 25.5 feet.
Approximately 24 inches of recovery.
Wet, gray, fine grained, CLAYEY SAND (SC)

Very loose, wet, gray, fine grained, CLAYEY SAND
(SC, A-6(3)), LL=29 PL=18 PI=11 NMC=27.2
%#200=49.5

Very loose
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Site Description:

Boring No.:

35.0 ft.

4-inch

Soil Depth:
244205.26

10/12/2017

Elev.:

Total Depth:
Bore Hole Diameter (in):

Easting:

AASHTO / ASTM Sampling Methods:

Drill Machine: Drill Method:

0.0 ft.

I-10 Mobile River Bridge and Bayway

TH-26 Boring Location:

Core Depth: Date Completed:

Driller:

RECORD OF TEST BORING
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23+83.8 Offset: LT 52.0 Alignment:

DPI-0030(005)

4.5 ft.N.O.

13.3 ft.
35.0 ft.

West Area

Eng./Geo.: D.SikdarALDOT PE No.:

AASHTO T206 & T207

Northing:

County: Mobile

TE Project No.: 15-1101-0228
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Hammer Type: Automatic Energy Ratio: 94%

MR - Mud Rotary Wash
RC - Rock Coring

LEGEND

SAMPLER TYPE DRILLING METHOD
HSA - Hollow Stem Augers
SSA - Solid Stem Augers
HA - Hand Auger

AC - Auger Cuttings
GB - Grab Bag
NQ - Rock Core

SS - Split Spoon
T - Shelby Tube
DCP - Dynamic Cone Penetrometer



14
Dense, wet, reddish brown, fine grained, POORLY
GRADED SAND with SILT (SP-SM, A-3(0)), LL=NP
PL=NP PI=NP NMC=24.3 %#200=7.2

Boring Terminated at 35.0 feet.

1711
33.5

SS-11 31

Site Description:

Boring No.:

35.0 ft.

4-inch

Soil Depth:
244205.26

10/12/2017

Elev.:

Total Depth:
Bore Hole Diameter (in):

Easting:

AASHTO / ASTM Sampling Methods:

Drill Machine: Drill Method:

0.0 ft.

I-10 Mobile River Bridge and Bayway

TH-26 Boring Location:

Core Depth: Date Completed:

Driller:

RECORD OF TEST BORING
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West Area

Eng./Geo.: D.SikdarALDOT PE No.:

AASHTO T206 & T207

Northing:

County: Mobile

TE Project No.: 15-1101-0228
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Hammer Type: Automatic Energy Ratio: 94%

MR - Mud Rotary Wash
RC - Rock Coring

LEGEND

SAMPLER TYPE DRILLING METHOD
HSA - Hollow Stem Augers
SSA - Solid Stem Augers
HA - Hand Auger

AC - Auger Cuttings
GB - Grab Bag
NQ - Rock Core

SS - Split Spoon
T - Shelby Tube
DCP - Dynamic Cone Penetrometer
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Approximately 14 inches of asphalt and 6 inches of
base material.

Medium dense, moist, reddish brown, fine to medium
grained, with few gravel, POORLY GRADED SAND
with SILT (SP-SM, A-3(0)), FILL, LL=NP PL=NP
PI=NP NMC=8.7 %#200=7.5
Dense, FILL
Medium dense, wet, FILL

Medium dense, wet, reddish brown, fine to medium
grained, with trace gravel, POORLY GRADED SAND
with SILT (SP-SM, A-3(0), FILL, LL=NP PL=NP
PI=NP NMC=3.9 %#200=7.5
Medium dense, FILL

Medium dense, FILL

Medium dense, wet, gray, fine grained, SILTY SAND
(SM, A-2-4(0)), LL=NP PL=NP PI=NP NMC=18.1
%#200=18.4

Very loose, wet, gray, fine grained, SILTY SAND (SM,
A-4(0)), LL=NP PL=NP PI=NP NMC=31.3
%#200=47.9

Very soft, wet, gray and black, with some organics,
SANDY FAT CLAY (CH, A-7-5(24)), LL=67 PL=31
PI=36 NMC=126.3 %#200=66.3

Undisturbed sample obtained from 27.2 to 29.2 feet.
Approximately 24 inches of recovery.
Moist, gray and brown, medium to fine grained, SILTY
SAND (SM, A-2-7(4)), LL=80 PL=49 PI=31
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Site Description:

Boring No.:

36.7 ft.

4-inch

Soil Depth:
244399.14

10/21/2017

Elev.:

Total Depth:
Bore Hole Diameter (in):

Easting:

AASHTO / ASTM Sampling Methods:

Drill Machine: Drill Method:

0.0 ft.

I-10 Mobile River Bridge and Bayway

TH-27 Boring Location:

Core Depth: Date Completed:

Driller:

RECORD OF TEST BORING
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8.3 ft.N.O.

21.6 ft.
36.7 ft.

West Area

Eng./Geo.: D.SikdarALDOT PE No.:

AASHTO T206 & T207

Northing:

County: Mobile

TE Project No.: 15-1101-0228
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Hammer Type: Automatic Energy Ratio: 94%

MR - Mud Rotary Wash
RC - Rock Coring

LEGEND

SAMPLER TYPE DRILLING METHOD
HSA - Hollow Stem Augers
SSA - Solid Stem Augers
HA - Hand Auger

AC - Auger Cuttings
GB - Grab Bag
NQ - Rock Core

SS - Split Spoon
T - Shelby Tube
DCP - Dynamic Cone Penetrometer

126.3108

167.5448
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NMC=167.5 %#200=31.9
Very soft, moist, gray, FAT CLAY (CH)

Stiff, moist, gray, with few sand, FAT CLAY (CH,
A-7-6(44)), LL=68 PL=24 PI=44 NMC=51.7
%#200=90.4

Boring Terminated at 36.7 feet.
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Site Description:

Boring No.:

36.7 ft.

4-inch

Soil Depth:
244399.14

10/21/2017

Elev.:

Total Depth:
Bore Hole Diameter (in):

Easting:

AASHTO / ASTM Sampling Methods:

Drill Machine: Drill Method:

0.0 ft.

I-10 Mobile River Bridge and Bayway

TH-27 Boring Location:

Core Depth: Date Completed:

Driller:

RECORD OF TEST BORING

2n
d 

6"

PL LLMC

 FINES CONTENT (%) 
10 20 30 40 50 60 70 80 90

MATERIAL DESCRIPTION

D
ep

th
(f

t)

30.0

35.0

3r
d 

6"

1s
t 

6"

S
am

pl
e 

D
ep

th
(f

t.
)

G
ra

ph
ic

Lo
g

E
le

va
tio

n
(f

t)

-10.0

-15.0

 SPT N VALUE
(blows / foot)

D50 MR

N/A Thompson Eng Delayed:Core Size: Groundwater:   TOB

Date Started:1797371.25 10/21/2017

919+00.1 Offset: RT 7.6 Alignment:
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36.7 ft.

West Area

Eng./Geo.: D.SikdarALDOT PE No.:

AASHTO T206 & T207

Northing:

County: Mobile

TE Project No.: 15-1101-0228
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Hammer Type: Automatic Energy Ratio: 94%

MR - Mud Rotary Wash
RC - Rock Coring

LEGEND

SAMPLER TYPE DRILLING METHOD
HSA - Hollow Stem Augers
SSA - Solid Stem Augers
HA - Hand Auger

AC - Auger Cuttings
GB - Grab Bag
NQ - Rock Core

SS - Split Spoon
T - Shelby Tube
DCP - Dynamic Cone Penetrometer


